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NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS
ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT
UPDATES AND REVISIONS.ADVANCED ARCHITECTURAL PRODUCTS IS ONLY RESPONSIBLE FOR THE THERMAL EXPANSION OF THE SUBFRAMING OF THE
ADJUSTABLE SYSTEM. THE CLADDING MANUFACTURER IS RESPONSIBLE FOR HANDLING THERMAL EXPANSION OF THE CLADDING AS WELL AS THERMAL
EXPANSION COMPATIBILITY WITH THE ADJUSTABLE SUBFRAMING.

METAL RAIL ATTACHED TO BRACKET
WTH TWO 1/4-14 T3 OR T5
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FASTENERS WITH §" WASHER
*MUST ATTACH INTO METAL RAIL***
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HORIZONTAL HAT CHANNELS
(BY OTHERS)

6" LONG METAL RAIL, MUST
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EXTEND AT LEAST 1 §" INTO
GREENGIRT DELTA BRACKET
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MINERAL WOOL INSULATION
(BY OTHERS)

VARIES

GREENGIRT DELTA BRACKETS
ATTACHED TO SUBSTRATE,
SPACING AS REQUIRED PER
LOADING CONDITIONS AND CODES;
MAX. 4 SQUARE FEET PER
BRACKET;

OVER SHEATHING, EVERY BRACKET
MUST BE FASTENED DIRECTLY
INTO A STUD, TYP
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MINERAL WOOL INSULATION
WITHIN RAIL (BY OTHERS)
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GreerGirt Delta

COMPOSITE METAL HYBRID ADJUSTABLE SYSTEM

GreenGirt.com (269) 355-1818

M

SUBSTRATE: MASONRY

INSULATION: MINERAL WOOL

CLADDING:

DATE

GREENGIRT DELTA BRACKET SIZE: 300 / 3"

ORIENTATION: HZ

3" RAIL

WITH 3" DELTA

NOT TO SCALE
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NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS
ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT
UPDATES AND REVISIONS.ADVANCED ARCHITECTURAL PRODUCTS IS ONLY RESPONSIBLE FOR THE THERMAL EXPANSION OF THE SUBFRAMING OF THE
ADJUSTABLE SYSTEM. THE CLADDING MANUFACTURER IS RESPONSIBLE FOR HANDLING THERMAL EXPANSION OF THE CLADDING AS WELL AS THERMAL
EXPANSION COMPATIBILITY WITH THE ADJUSTABLE SUBFRAMING.

METAL RAIL ATTACHED TO BRACKET
WITH TWO 1/4-14 T3 OR T5
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GreerGirt Delta

COMPOSITE METAL HYBRID ADJUSTABLE SYSTEM

GreenGirt.com (269) 355-1818

SUBSTRATE: MASONRY

INSULATION: MINERAL WOOL

CLADDING:

DATE

GREENGIRT DELTA BRACKET SIZE: 300 / 3"

ORIENTATION: HZ

DELTA SLIDER (BTM OF RAIL)
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NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS
ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT
UPDATES AND REVISIONS.ADVANCED ARCHITECTURAL PRODUCTS IS ONLY RESPONSIBLE FOR THE THERMAL EXPANSION OF THE SUBFRAMING OF THE
ADJUSTABLE SYSTEM. THE CLADDING MANUFACTURER IS RESPONSIBLE FOR HANDLING THERMAL EXPANSION OF THE CLADDING AS WELL AS THERMAL
EXPANSION COMPATIBILITY WITH THE ADJUSTABLE SUBFRAMING.

MINERAL WOOL INSULATION
(BY OTHERS)

GREENGIRT DELTA BRACKETS ATTACHED
TO SUBSTRATE, SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;
MAX. 4 SQUARE FEET PER BRACKET;
OVER SHEATHING, EVERY BRACKET MUST
BE FASTENED DIRECTLY INTO A STUD,
TYP.

HORIZONTAL HAT CHANNELS ———————]
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METAL RAIL ATTACHED TO BRACKET

APPROVED 1/4” THREADED AND
, < COATED MASONRY FASTENERS, 3 PER
BRACKET, TYP. (BY OTHERS) ) J

WITH TWO 1/4-14 T3 OR T5 -

FASTENERS WITH §" WASHER, MUST
EXTEND AT LEAST 1 §" INTO
GREENGIRT DELTA BRACKET, MUST
ATTACH INTO METAL

PROVIDE SMARTCI TRIM OR
SIMILAR TO RETAIN MINERAL WOOL
INSULATION (BY OTHERS)

GreerGirt Delta

COMPOSITE METAL HYBRID ADJUSTABLE SYSTEM

GreenGirt.com (269) 355-1818
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DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS
ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT
UPDATES AND REVISIONS.ADVANCED ARCHITECTURAL PRODUCTS IS ONLY RESPONSIBLE FOR THE THERMAL EXPANSION OF THE SUBFRAMING OF THE

ADJUSTABLE SYSTEM. THE CLADDING MANUFACTURER IS RESPONSIBLE FOR HANDLING THERMAL EXPANSION OF THE CLADDING AS WELL AS THERMAL
EXPANSION COMPATIBILITY WITH THE ADJUSTABLE SUBFRAMING.

MINERAL WOOL INSULATION

(BY OTHERS)

GREENGIRT DELTA BRACKETS ATTACHED
TO SUBSTRATE, SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;
MAX. 4 SQUARE FEET PER BRACKET;
OVER SHEATHING, EVERY BRACKET
MUST BE FASTENED DIRECTLY INTO A
STUD, TYP.

PROVIDE A METAL ANGLE OR SIMILAR
70 RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

METAL RAIL ATTACHED TO BRACKET
WTH TWO 1/4-14 T3 OR T5
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D AT LEAST 1 " INTO
GREENGIRT DELTA BRACKET, MUST
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GREENGIRT DELTA BRACKET SIZE: 300 / 3" | ORIENTATION:HZ

INSIDE CORNER De TAIL

NOT TO SCALE

INSULATION: MINERAL WOOL




NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS
— o ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT
a :[R)\CISIF%I'E(E:?URAL UPDATES AND REVISIONS.ADVANCED ARCHITECTURAL PRODUCTS IS ONLY RESPONSIBLE FOR THE THERMAL EXPANSION OF THE SUBFRAMING OF THE
a PRODUCTS ADJUSTABLE SYSTEM. THE CLADDING MANUFACTURER IS RESPONSIBLE FOR HANDLING THERMAL EXPANSION OF THE CLADDING AS WELL AS THERMAL
EXPANSION COMPATIBILITY WITH THE ADJUSTABLE SUBFRAMING.
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HORIZONTAL HAT CHANNELS
(BY OTHERS)

GREENGIRT DELTA BRACKETS ATTACHED TO
SUBSTRATE, SPACING AS REQUIRED PER

MINERAL WOOL INSULATION

LOADING CONDITIONS AND CODES; MAX. 4
METAL RAIL ATTACHED TO (BY OTHERS) SQUARE FEET PER BRACKET; OVER
BRACKET WITH TWO 1/4—14 T3 SHEATHING, EVERY BRACKET MUST BE
OR T5 FASTENERS WITH g" FASTENED DIRECTLY INTO A STUD, TYP.
WASHER, MUST EXTEND AT LEAST
1 4" INTO GREENGIRT DELTA
BRACKET, MUST ATTACH INTO
METAL
SUBSTRATE: MASONRY INSULATION: MINERAL WOOL
CLADDING: DATE
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NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS
ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT
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PRODUCTS ADJUSTABLE SYSTEM. THE CLADDING MANUFACTURER IS RESPONSIBLE FOR HANDLING THERMAL EXPANSION OF THE CLADDING AS WELL AS THERMAL
EXPANSION COMPATIBILITY WITH THE ADJUSTABLE SUBFRAMING.
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SHEATHING, EVERY BRACKET MUST BE FASTENED
DIRECTLY INTO A STUD, TYP.
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SHEATHING, EVERY BRACKET MUST
BE FASTENED DIRECTLY INTO A
STUD, TYP.
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