GreerGirt Delta

GreenGirt Delta™ — Horizontal z-Base
Adjustable CMH Wall System with Dual Grip™ Retention Technology

GreenGirt Delta provides a best practice, one-piece adjustable continuous insulation solution for exterior wall and plane
deviations. By using composite metal hybrid (CMH) components, our innovative and energy-efficient design is an industry-
leading product that eliminates thermal bridging caused by metal framing and through-wall fasteners.
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&« Compatitible with standard fasteners L rail for rapid installation

The GreenGirt Delta — Adjustable installs up to 4x faster than other adjustable
systems. The system was designed via finite element analysis (FEA), has \/E%)EE Red List

&Y Declare.

been fully tested and proven in the field to meet the needs of each project.
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The current demands of today’s energy codes and design requirements create constructability
dilemmas that have to be overcome. Every project has its own unique set of issues that sub-framing
systems must be able to adapt to in order to meet today’s building challenges.

The GreenGirt Delta Adjustable products allows you the flexibility to meet those demands with a best
practice thermally broken composite cladding support system.

Superior in Thermal Efficiency for Best Practice Exterior Wall Solutions

GreenGirt Delta System Horizontal — Thermal Wall Section
on concrete substrate with mineral wool insulation

R-value 18.76/ Eff: 97.18% Cladding

4" Mineral Wool Insulation
3" Metal HZ Clip system
fastened to 4" GreenGirt
Delta Bracket spaced

32" O.C. vertically &

16" O.C. horizontally
attached to concrete
substrate with 4" mineral
wool insulation

@ No Through-Wall Fasteners

GreenGirt Delta Adjustable Bracket with Dual Grip™ - Z-Base
A one-piece Retention Clip System for holding rails and insulation in place.

Our adjustable base support system is used for vertical or horizontal installations. The GreenGirt
Delta Adjustable System provides a solution for structural misalignment while meeting the unique
needs of each project for structural, thermal and NFPA 285 requirements. All Delta Adjustable
Systems come with the Dual Grip retention technology for rails and insulation.
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CMH HZ Clip with
GreenGirt Delta Bracket

The GreenGirt Delta Support System
Horizontal Adjustability with HZ Clip
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Adjustability Range 2.25"-6.5" 3.25"-7.5" 4.25" - 8.5”

5.25"-9.5”

6.25" - 10.5”
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GreenGirt.com

959 Industrial Drive, Allegan, MI 49010 e 269.355.1818

Patents: GreenGirt.com/Patents

Made in Americaé




