ADVANCED NOTE:
ARCHITECTURAL

PRODUCTS

acp

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM ————smm]
(BY OTHERS)

/”\

SMARTci CUSTOM—PROFILED RIGID
INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

GREENGIRTS ATTACHED TO

/\

SUBSTRATE; SPACING AS REQUIRED

PER LOADING CONDITIONS AND CODES

A

OPTIONAL: BATT INSULATION
INSIDE FRAMED WALLS

(BY OTHERS)

VARIES

COMMERCIAL WRB (BY OTHERS)

@ SHEATHED WALLS:

a

9

APPROVED 1/4" #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C; MUST

FASTEN INTO STUDS, TYP.

(8Y OTHERS)

@ MASONRY WALLS:

APPROVED 1/4” LOW-PROFILE
THREADED AND COATED MASONRY

FASTENERS, MAX. 167 0.C., TYP.
(BY OTHERS)

——— OPTIONAL INTERIOR VAPOR

/SHEATH\NE ON METAL
.., FRAMING / MASONRY
N ASSEMBLY

A.

|
::////

\\

RETARDER (BY OTHERS) |
— I

|

Wy

N N/

\

OR WOOD)
AL

v

(BY OTHERS

a

~

1
\

NNV N N Y

|

|

|

LN
| |
| |

\

AV

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY—BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTei BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

WALL SECTION

NOT TO SCALE



AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
OPTIONAL: BATT INSULATION INSIDE FRAMED WALLS  (BY OTHERS)

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON METAL (OR WOOD) FRAMING / MASONRY WALL ASSEMBLY (BY OTHERS)

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
OPTIONAL INTERIOR VAPOR RETARDER (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
WALL SECTION

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
0

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ADVANCED NOTE:
ARCHITECTURAL

PRODUCTS

acp

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MIN. 22 GA. STEEL PLATE (BY OTHERS)

MEMBRANE FLASHING (BY OTHERS)

—BLOCKING AS REQD
(BY OTHERS)

SMARTei CUSTOM—PROFILED

RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

GREENGIRTS ATTACHED TO

FILL GAPS GREATER THAN 1/8” WITH EXPANDING
SPRAY FOAM, OR BUTTER EDGE WITH APPROVED |/
SEALANT AND STRIKE FLUSH (BY OTHERS)

COMMERCIAL WRB (BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

4

a

SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

COMPOSITE METAL PANEL SYSTEM — et
(BY OTHERS)

an

<

———— @ SHEATHED WALLS:

“ APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST < a
FASTEN INTO STUDS, TYP. (BY OTHERS)

@ MASONRY WALLS:

© APPROVED 1/4" LOW-PROFILE THREADED

- AND COATED MASONRY FASTENERS, MAX.
< 167 0.C, TYP. (BY OJHERSL/

< 4
a . - N

4 MASONRY WALL® ¢ . «
S, (BYOTHERS) - . .

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY—BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTei BASIC HORIZONTAL SYSTEM

CLADDING:

— ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

PARAPE T

DE TAIL

NOT TO SCALE 1



AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
MEMBRANE FLASHING (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
BLOCKING AS REQ'D (BY OTHERS)

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
MIN. 22 GA. STEEL PLATE (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
PARAPET  DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
1

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED

[ ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
=ap ‘ ARCHITECTURAL

PRODUCTS

ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM ——m=—t
(BY OTHERS)

SMARTci CUSTOM—PROFILED —
RIGID INSULATION, WITH SPLINES
AT ALL VERT. JOINTS

COMMERCIAL WRB (BY OTHERS)

BEAD OF SEALANT TO RETAIN THE STARTING
INSULATION PANEL AT FOUNDATIONS

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

\
|
1
[
\
[
i
\
1
RECOMMENDED: AN OCCASIONAL (~12" 0.C.) ‘
\
|
1
I
[
i
[
1
\

PRE-FINISHED "J"—~CHANNEL, ——— .
WEEPS @ 48” 0. (BY OTHERS) g

WEEPS @ 48" 0.C., MIN. (2) i
PER PANEL TYPICAL 3

YR i a NN

JMASONRY WALL -~ < 0
4., (BY OTHERS) ’

+t—— SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

@ SHEATHED WALLS:

APPROVED 1/4" #4 LOW—PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

@ MASONRY WALLS:
APPROVED 1/4” LOW—-PROFILE THREADED
AND COATED MASONRY FASTENERS, MAX.

16" 0.C., TYP. (BY OTHERS)

«

FLASHING WITH DRIP S
EDGE (BY OTHERS) ?

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTCci

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTei BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE—-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

FOUNDATION NOTCH DETAIL

NOT TO

SCALE 2



AutoCAD SHX Text
FLASHING WITH DRIP EDGE (BY OTHERS)

AutoCAD SHX Text
GRADE

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
FOUNDATION

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
PRE-FINISHED "J"-CHANNEL, WEEPS @ 48" O.C (BY OTHERS)(BY OTHERS)

AutoCAD SHX Text
WEEPS @ 48" O.C., MIN. (2)  PER PANEL TYPICAL

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
RECOMMENDED: AN OCCASIONAL (~12" O.C.) BEAD OF SEALANT TO RETAIN THE STARTING INSULATION PANEL AT FOUNDATIONS

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
FOUNDATION NOTCH DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
2

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ARCHITECTURAL

ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED

—a ‘ ADVANCED NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
= p PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

SMARTci CUSTOM—PROFILED RIGID

INSULATION, WITH SPLINES AT
ALL VERT. JOINTS

COMMERCIAL WRB (BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

RECOMMENDED: AN OCCASIONAL (~127 0.C.)

BEADS OF SEALANT TO RETAIN THE STARTING
INSULATION PANEL AT THE FOUNDATIONS

494, A
MASONRY WALL .
_ (BY OTHERS)

Fal

@ SHEATHED WALLS:

APPROVED 1/4" #14 LOW—PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

@ MASONRY WALLS:

APPROVED 1/4" LOW—PROFILE THREADED
AND COATED MASONRY FASTENERS,

MAX. 18" 0.C., TYP. (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES

WEEPS @ 48" 0.C., MIN. (2)
PER PANEL TYPICAL

PRE-FINISHED "J”—CHANNEL,
WEEPS @ 48" 0.C (BY OTHERS)

RECOMMENDED: CONTINUOUS METAL

IS

CLOSURE, ATTACH TO GREENGIRT AND
OVERLAPPING INSULATION PANEL WITH

DRIP FLASHING (BY OTHERS) CRADE

MIN. 2"

N

[N
A
@

FOUNDATION

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

FOUNDATION

FLUSH DETAIL

NOT TO SCALE 3



AutoCAD SHX Text
GRADE

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS,  MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
FOUNDATION

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
RECOMMENDED:CONTINUOUS METAL    CLOSURE, ATTACH TO GREENGIRT AND OVERLAPPING INSULATION PANEL WITH DRIP FLASHING (BY OTHERS) 

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
PRE-FINISHED "J"-CHANNEL, WEEPS @ 48" O.C (BY OTHERS)(BY OTHERS)

AutoCAD SHX Text
WEEPS @ 48" O.C., MIN. (2)  PER PANEL TYPICAL

AutoCAD SHX Text
RECOMMENDED: AN OCCASIONAL (~12" O.C.) BEADS OF SEALANT TO RETAIN THE STARTING INSULATION PANEL AT THE FOUNDATIONS

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
FOUNDATION FLUSH DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
3


ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED

a ‘ NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
= p ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM ————— =t
(8Y OTHERS)

SMARTci CUSTOM—PROFILED RIGID
INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES

MASONRY WALL .« ,
(BY OTHERS) “

a

@ SHEATHED WALLS:

APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST FASTEN
INTO STUDS, TYP. (BY OTHERS)

@ MASONRY WALLS:

APPROVED 1/4” LOW—PROFILE THREADED
AND COATED MASONRY FASTENERS, MAX.
16" 0.C., TYP. (BY OTHERS)

RECOMMENDED: CLOSE OUTSIDE CORNERS WITH
A SHIP-LAPPED, MIN. 22 GAUGE METAL
CLOSURE (ATTACHED AT EVERY GREENGIRT) OR
EXTERIOR SEALING TAPE (BY OTHERS)

COMMERCIAL WRB (BY OTHERS)

{~a—— SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

FILL GAPS GREATER THAN 1/8" WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND
STRIKE FLUSH (BY OTHERS)

° a . . MASONRY WALL , .
~ (BY OTHERS) = p

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: SHEATHING / MASONRY SMARTei BASIC HORIZONTAL SYSTEM
\\ CLADDING: — ACM PANEL DATE: 08-30-2016
SIMPLE-Z SIZE: 200 GIRT ORIENTATION: HORIZONTAL

INSIDE CORNER DETAIL

NOT TO SCALE 4



AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
RECOMMENDED: CLOSE OUTSIDE CORNERS WITH A SHIP-LAPPED, MIN. 22 GAUGE METAL CLOSURE (ATTACHED AT EVERY GREENGIRT) OR EXTERIOR SEALING TAPE (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
INSIDE CORNER DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
4

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ADVANCED NOTE:
ARCHITECTURAL

PRODUCTS

acp

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMMERCIAL WRB (BY OTHERS)

-~ COMPOSITE METAL PANEL SYSTEM
(BY OTHERS)

A

FRAMING (BY OTHERS)

.@ SHEATHED WALLS:

L APPROVED 1/4” #14 LOW-PROFILE

" FASTENERS, MAX. 167 0.C.; MUST
FASTEN INTO STUDS, TYP.

. (BY OTHERS) T4

@ MASONRY WALLS:
APPROVED 1/4” LOW-PROFILE
THREADED AND COATED MASONRY ,
‘FASTENERS, MAX. 16" 0.C., TYP.

4 (BY OTHERS)

4/
ga—
ol

SHEATHING ON CFMF / WOOD -

I

I

I

47 MASONRY WALL ||
(BY OTHERS) I

I

I

I

SMARTci CUSTOM—PROFILED RIGID
INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

GREENGIRTS ATTACHED TO

]

SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

| a———————— SPLINE (BY OTHERS)

|

j

IS

FILL GAPS GREATER THAN 1/8" WITH EXPANDING
SPRAY FOAM, OR BUTTER EDGE WITH APPROVED
SEALANT AND STRIKE FLUSH (BY OTHERS)

RECOMMENDED: CLOSE OUTSIDE CORNERS WITH

A

A SHIP-LAPPED, MIN. 22 GAUGE METAL
CLOSURE (ATTACHED AT EVERY GREENGIRT) OR
EXTERIOR SEALING TAPE (BY OTHERS)

yz;;

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

OUTSIDE CORNER DETAIL

NOT TO SCALE



AutoCAD SHX Text
RECOMMENDED: CLOSE OUTSIDE CORNERS WITH A SHIP-LAPPED, MIN. 22 GAUGE METAL CLOSURE (ATTACHED AT EVERY GREENGIRT) OR EXTERIOR SEALING TAPE (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SPLINE (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
OUTSIDE CORNER DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
5

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ARCHITECTURAL

ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED

—ap ‘ ADVANCED NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT

PRODUCTS

ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM -
(BY OTHERS)

SMARTei CUSTOM—PROFILED
RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

@ SHEATHED WALLS:

APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST FASTEN
INTO STUDS, TYP. (BY OTHERS)

@ MASONRY WALLS:

APPROVED 1/4" LOW-PROFILE THREADED
AND COATED MASONRY FASTENERS,
MAX. 16" 0.C., TYP. (BY QTHERS)

WEEPS @ 48" 0.C,, MIN. (2) ——
PER PANEL TYPICAL

HEAD FLASHING (BY OTHERS) 7

PRE-FINISHED "J" — CHANNEL,

A

a

COMMERCIAL WRB (BY OTHERS)

—t—— SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS
REQUIRED PER LOADING
CONDITIONS AND CODES

CUSTOM FIELD—CUT SMARTci
RIGID INSULATION PANEL

MASONRY WALL ™~ ‘T
. (BY OTHERS)

WEEPS @ 48" 0.C

FILL GAPS GREATER THAN 1/8" WITH EXPANDING
SPRAY FOAM, OR BUTTER EDGE WITH APPROVED

SEALANT AND STRIKE FLUSH (BY OTHERS)

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@ SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTei BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

HEADER

DETAIL

NOT TO SCALE 6



AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS,  MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
CUSTOM FIELD-CUT SMARTci  SMARTci  RIGID INSULATION PANEL

AutoCAD SHX Text
HEAD FLASHING (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
PRE-FINISHED "J" - CHANNEL, WEEPS @ 48" O.C 

AutoCAD SHX Text
WEEPS @ 48" O.C., MIN. (2)  PER PANEL TYPICAL

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
HEADER DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
6

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


) ADVANCED NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
=a ‘ ARCHITECTURAL ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
\ -
I I
4 P ‘
4 4 4 | '
. 3
I
pal 4 4 ‘

4

“ \SHEATHING ON CFMF / WOOD
) FRAMING (BY OTHERS)

MASONRY WALL -
(BY OTHERS)

COMMERCIAL WRB —
(BY OTHERS)

@ SHEATHED WALLS:

APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 16” 0.C.; MUST
FASTEN INTO STUDS, TYP.

(BY OTHERS)

@ MASONRY WALLS:

APPROVED 1/4” LOW-PROFILE
THREADED AND COATED MASONRY

FASTENERS, MAX. 16" 0.C., TYP.
(BY OTHERS)

CLOSURE FLASHING
(BY OTHERS)

SMARTei CUSTOM—PROFILED RIGID ——
INSULATION, WITH SPLINES AT
ALL VERT. JOINTS

COMPOSITE METAL PANEL SYSTEM
(BY OTHERS)

FILL GAPS GREATER THAN 1/8"
WITH EXPANDING SPRAY FOAM,
OR BUTTER EDGE WITH
APPROVED SEALANT AND

STRIKE FLUSH (BY OTHERS)

GREENGIRTS ATTACHED TO

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

(¢ SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

www.greengirt.com

SMARTCci 2-IN-1 System

1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

JAMB DETAIL

NOT TO SCALE /



AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
CLOSURE FLASHING (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
JAMB DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
7

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ADVANCED NOTE:
ARCHITECTURAL

PRODUCTS

acp

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

SILL FLASHING (BY OTHERS)

FILL GAPS GREATER THAN 1/8" WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND

STRIKE FLUSH (BY OTHERS)

CUSTOM FIELD—CUT SMARTci RIGID

INSULATION PANEL

METAL ANGLE FOR PANEL

GREENGIRTS ATTACHED TO

FIXING (BY OTHERS)

SMARTci CUSTOM-PROFILED RIGID
INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

COMMERCIAL WRB (BY OTHERS)

COMPOSITE METAL PANEL SYSTEM ——mmr
(BY OTHERS)

)

SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

@ SHEATHED WALLS:
APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP.

(BY OTHERS)

@ MASONRY WALLS:

APPROVED 1/4" LOW—PROFILE
THREADED AND COATED MASONRY

FASTENERS, MAX. 16" 0.C., TYP.
(BY OTHERS)

4 A
g 4
4 /MASONRY WALL
4 " (BY OTHERS) «* - 44
. a

a 4 A4

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING:

- ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

SILL DETAIL

NOT TO SCALE 8



AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
CUSTOM FIELD-CUT SMARTci  RIGID SMARTci  RIGID INSULATION PANEL

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
SILL FLASHING (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
METAL ANGLE FOR PANEL FIXING (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SILL DETAIL

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
8

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ADVANCED NOTE:
ARCHITECTURAL

PRODUCTS

acp

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM ——mt
(BY OTHERS)

7 MASONRY WALL
© (BY OTHERS)

COMMERCIAL WRB (BY OTHERS)

SMARTci CUSTOM-PROFILED RIGID

INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

RECOMMENDED: CLOSE OUTSIDE
CORNERS WITH A SHIP—LAPPED, MIN.
22 GAUGE METAL CLOSURE (ATTACHED
AT EVERY GREENGIRT) OR EXTERIOR

@ SHEATHED WALLS:
APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 167 0.C.; MUST
FASTEN INTO STUDS, TYP.

(BY OTHERS)

© MASONRY WALLS:
APPROVED 1/4” LOW-PROFILE
THREADED AND COATED MASONRY
FASTENERS, MAX. 16” 0.C., TYP.
(BY OTHERS)

4

MASONRY WALL
(BY OTHERS)

SEALING TAPE (BY OTHERS)

FILL GAPS CREATER THAN 1/8" WITH

EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND
STRIKE FLUSH (BY OTHERS)

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS

AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

S DIRECTIONS. THIS

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30

2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

SOFFIT OUTSIDE DETAIL-T

NOT TO SCALE



AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP.  (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
RECOMMENDED: CLOSE OUTSIDE CORNERS WITH A SHIP-LAPPED, MIN. 22 GAUGE METAL CLOSURE (ATTACHED AT EVERY GREENGIRT) OR EXTERIOR SEALING TAPE (BY OTHERS)

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SOFFIT OUTSIDE DETAIL-1

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
9

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


[ ADVANCED NOTE:
= ARCHITECTURAL
PRODUCTS

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

¥ MASONRY WALL
(BY OTHERS)

1 i

@ SHEATHED WALLS:
APPROVED 1/4” #14
LOW-PROFILE FASTENERS,
MAX. 16" 0.C; MUST
FASTEN INTO STUDS,
TYP. (BY OTHERS)

@ MASONRY WALLS:
APPROVED 1/4”
LOW—PROFILE THREADED
AND COATED MASONRY
FASTENERS, MAX. 16"

0.C., TYP. (BY OTHERS)

FILL GAPS GREATER THAN 1/8” WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND
STRIKE FLUSH (BY OTHERS)

RECOMMENDED: SEALING TAPE AT
ALL EXPOSED CORNERS, TYP.

COMPOSITE METAL PANEL SYSTEM ———————————®=

(BY OTHERS)

SMARTci CUSTOM=PROFILED RIGID
INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

SHEATHING ON CFMF / WOOD FRAMING

(BY OTHERS)

COMMERCIAL WRB (BY OTHERS)

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES

MASONRY WALL
“ (BY OTHERS)

<4

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

DATE: 08-30-2016

((. S M ARTC i CLADDING: — ACM PANEL

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com

1 (269) 355-1818

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

SOFFIT INSIDE DETAIL-T

NOT TO SCALE 10



AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
RECOMMENDED: SEALING TAPE AT ALL EXPOSED CORNERS, TYP.

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SOFFIT INSIDE DETAIL-1

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
10

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ARCHITECTURAL

ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED

—ap ‘ ADVANCED NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT

PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

SMARTci CUSTOM—PROFILED RIGID

MASONRY WALL

INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

<

. (BY OTHERS)

a Aoa

COMMERCIAL WRB (BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO

SUBSTRATE; SPACING AS REQUIRED

PER LOADING CONDITIONS AND CODES

RECOMMENDED: CLOSE OUTSIDE

CORNERS WITH A SHIP-LAPPED, MIN.

22 GAUGE METAL CLOSURE
(ATTACHED AT EVERY GREENGIRT) OR
EXTERIOR SEALING TAPE (BY OTHERS)

COMPOSITE METAL PANEL SYSTEM ——mm]
(BY OTHERS)

@ SHEATHED WALLS:

APPROVED 1/4” #14 LOW-PROFILE
FASTENERS, MAX. 16” 0.C.; MUST
FASTEN INTO STUDS, TYP.

(BY OTHERS)

@ MASONRY WALLS:
APPROVED 1/4” LOW-PROFILE
THREADED AND COATED MASONRY
FASTENERS, MAX. 16" 0.C., TYP.
(BY OTHERS)

e

MASONRY WALL
(BY OTHERS)

FILL GAPS GREATER THAN 1/8" WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND
STRIKE FLUSH (BY OTHERS)

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

SOFFIT OQUITSIDE DETAIL=2

NOT TO SCALE



AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
RECOMMENDED: CLOSE OUTSIDE CORNERS WITH A SHIP-LAPPED, MIN. 22 GAUGE METAL CLOSURE (ATTACHED AT EVERY GREENGIRT) OR EXTERIOR SEALING TAPE (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SOFFIT OUTSIDE DETAIL-2

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
11

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


[ ADVANCED NOTE:
= ARCHITECTURAL
PRODUCTS

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

<MASONRY WALL _,
(BY OTHERS)

1

@ SHEATHED WALLS:
APPROVED 1/4" #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.. MUST
FASTEN INTO STUDS, TYP.

(BY OTHERS)

@ MASONRY WALLS:

APPROVED 1/4" LOW-PROFILE
THREADED AND COATED MASONRY

FASTENERS, MAX. 16” 0.C., TYP.
(8Y OTHERS)

FILL GAPS GREATER THAN 1/8" WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND
STRIKE FLUSH (BY OTHERS)

(BY OTHERS)

SMARTci CUSTOM—PROFILED RIGID
INSULATION, WITH SPLINES AT ALL
VERT. JOINTS

COMPOSITE METAL PANEL SYSTEM —————————— =

SHEATHING ON CFMF / WOOD FRAMING

(BY OTHERS) ~

COMMERCIAL WRB (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING

CONDITIONS AND CODES

pal
MASONRY WALL <= <« .
(BY OTHERS)

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

DATE: 08-30-2016

((' S MARTCi CLADDING: — ACM PANEL

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com

1 (269) 355-1818

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

SOFFIT INSIDE DETAIL=2

NOT TO SCALE 12



AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SOFFIT INSIDE DETAIL-2

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
12

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ARCHITECTURAL
PRODUCTS

acp

ADVANCED NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM ———s==
(BY OTHERS)

SMARTci CUSTOM—PROFILED

a

RIGID INSULATION, WITH SPLINES
AT ALL VERT. JOINTS

@ SHEATHED WALLS:

APPROVED 1/4” #14 LOW—-PROFILE
FASTENERS, MAX. 167 0.C.; MUST FASTEN
INTO STUDS, TYP. (BY OTHERS)

@ MASONRY WALLS:

GREE

APPROVED 1/4" LOW—PROFILE THREADED
AND COATED MASONRY FASTENERS,
MAX. 16" 0.C., TYP. (BY OTHERS)

SPLINE (BY OTHERS) —————————m=—

FILL GAPS GREATER THAN 1/8" WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND

STRIKE FLUSH (BY OTHERS)

SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES

COMMERCIAL WRB (BY OTHERS)

lwt—— SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

<

a

m

|

|

|

| : ,
| B MASONRY WALL
I N a
! .
|

|

|

|

|

(BY OTHERS) 7 % 9

NGIRTS ATTACHED TO SUBSTRATE;

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SMARTCci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SUBSTRATE: SHEATHING / MASONRY

SMARTci BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

SOFFIT OQUTSID

- DETAIL=5

NOT TO SCALE 13



AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS,  MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
SPLINE (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SOFFIT OUTSIDE DETAIL-3

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
13

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ARCHITECTURAL ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED

—ap ‘ ADVANCED NOTE:  DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT

PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

< MASONRY WALL °
< (BY OTHERS)

— © MASONRY WALLS:

!

© SHEATHED WALLS:
APPROVED 1/4" #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP.

(BY OTHERS)

APPROVED 1/4”" LOW-PROFILE
THREADED AND COATED MASONRY

FASTENERS, MAX. 16" 0.C., TYP,
(BY OTHERS)

COMMERCIAL WRB (BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

FILL GAPS GREATER THAN 1/8" WITH
EXPANDING SPRAY FOAM, OR BUTTER
EDGE WITH APPROVED SEALANT AND

STRIKE FLUSH (BY OTHERS)

SMARTci CUSTOM—PROFILED RIGID —
INSULATION, WITH SPLINES AT
ALL VERT. JOINTS
GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES
COMPOSITE METAL PANEL SYSTEM
(BY OTHERS)
NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY—BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
A\R/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.
™| SUBSTRATE: SHEATHING / MASONRY SMARTci BASIC HORIZONTAL SYSTEM
((' S M A R I c I CLADDING: — ACM PANEL DATE: 08-30-2016
SMARTER BY DESIGN. PROVEN BY PERFORMANGE. | SMPLE=Z SIZE: 200 GIRT ORIENTATION: HORIZONTAL

SMARTci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

SOFFIT INSIDE DETAIL=3

NOT TO SCALE



AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP.  (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
FILL GAPS GREATER THAN 1/8" WITH EXPANDING SPRAY FOAM, OR BUTTER EDGE WITH APPROVED SEALANT AND STRIKE FLUSH (BY OTHERS)

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
SOFFIT INSIDE DETAIL-3

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
14

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


ADVANCED NOTE:
ARCHITECTURAL

PRODUCTS

acp

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENCINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

COMPOSITE METAL PANEL SYSTEM
(8Y OTHERS)

SMARTci CUSTOM—PROFILED

7.4

a

RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

RECOMMENDED: AN OCCASIONAL

(~127 0.C.) BEADS OF SEALANT TO
RETAIN THE STARTING INSULATION
PANEL AT THE FOUNDATIONS

GREENGIRTS ATTACHED TO SUBSTRATE;

FASTEN |

SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES

WEEPS @ 48" 0.C., MIN. (2) ——
PER PANEL TYPICAL

APPROVE

16” 0.C.,

s

WEEPS @ 48" 0.C

RECOMMENDED: CONTINUOUS METAL

BASE FLASHING (BY OTHERS) ———————

PRE-FINISHED "J” = CHANNEL, ——————————————

FRAMING

CLOSURE, ATTACH TO GREENGIRT AND
OVERLAPPING INSULATION PANEL WITH
DRIP FLASHING (BY OTHERS)

AND ROOF (BY OTHERS)

SHEET METAL FLASHING, RM ————————————————

@ SHEATHED WALLS:
APPROVED 1/4" #14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST

@ MASONRY WALLS:

AND COATED MASONRY FASTENERS, MAX.

COMMERCIAL WRB (BY OTHERS)

’<— SHEATHING ON CFMF / WOOD

“ ) , 4

MASONRY WALL
(BY OTHERS)

< a

<

NTO STUDS, TYP. (BY OTHERS)

D 1/4" LOW-PROFILE THREADED

TYP. (BY OTHERS)

(BY OTHERS)

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS
THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS
AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS
INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SMARTci 2-IN-1 System

www.greengirt.com 1 (269) 355-1818

(@6 SMARTCcI

SMARTER BY DESIGN. PROVEN BY PERFORMANCE.

SUBSTRATE: SHEATHING / MASONRY

SMARTei BASIC HORIZONTAL SYSTEM

CLADDING: — ACM PANEL

DATE: 08-30-2016

SIMPLE-Z SIZE: 200

GIRT ORIENTATION: HORIZONTAL

NOT

SASE AT ROOF

T0 SCALE



AutoCAD SHX Text
MASONRY WALL (BY OTHERS)

AutoCAD SHX Text
@ SHEATHED WALLS: APPROVED 1/4" #14 LOW-PROFILE LOW-PROFILE FASTENERS, MAX. 16" O.C.; MUST FASTEN INTO STUDS, TYP. (BY OTHERS) @ MASONRY WALLS: APPROVED 1/4" LOW-PROFILE THREADED AND COATED MASONRY FASTENERS, MAX. 16" O.C., TYP. (BY OTHERS)

AutoCAD SHX Text
SHEET METAL FLASHING, TRIM AND ROOF (BY OTHERS)

AutoCAD SHX Text
COMMERCIAL WRB (BY OTHERS)

AutoCAD SHX Text
SHEATHING ON CFMF / WOOD FRAMING (BY OTHERS) 

AutoCAD SHX Text
SMARTci CUSTOM-PROFILED RIGID INSULATION, WITH SPLINES AT ALL VERT. JOINTS

AutoCAD SHX Text
GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS REQUIRED PER LOADING CONDITIONS AND CODES

AutoCAD SHX Text
RECOMMENDED: AN OCCASIONAL (~12" O.C.) BEADS OF SEALANT TO RETAIN THE STARTING INSULATION PANEL AT THE FOUNDATIONS

AutoCAD SHX Text
BASE FLASHING (BY OTHERS)

AutoCAD SHX Text
PRE-FINISHED "J" - CHANNEL, WEEPS @ 48" O.C 

AutoCAD SHX Text
WEEPS @ 48" O.C., MIN. (2)  PER PANEL TYPICAL

AutoCAD SHX Text
COMPOSITE METAL PANEL SYSTEM (BY OTHERS)

AutoCAD SHX Text
RECOMMENDED:CONTINUOUS METAL    CLOSURE, ATTACH TO GREENGIRT AND OVERLAPPING INSULATION PANEL WITH DRIP FLASHING (BY OTHERS) 

AutoCAD SHX Text
SMARTci BASIC HORIZONTAL SYSTEM

AutoCAD SHX Text
TM

AutoCAD SHX Text
DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED  WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING.  CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
CLADDING: - ACM PANEL

AutoCAD SHX Text
SIMPLE-Z SIZE: 200

AutoCAD SHX Text
DATE: 08-30-2016

AutoCAD SHX Text
SUBSTRATE: 

AutoCAD SHX Text
NOT TO SCALE

AutoCAD SHX Text
GIRT ORIENTATION:HORIZONTAL

AutoCAD SHX Text
BASE AT ROOF

AutoCAD SHX Text
SHEATHING / MASONRY

AutoCAD SHX Text
15

AutoCAD SHX Text
NOTE! GREENGIRTS AND CUSTOM-PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. THIS INSTALLATION MAKES NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.


	Sheets and Views
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-WALL SECTION SOLID
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-PARAPET  DETAIL
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-FOUNDATION  NOTCH
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-FOUNDATION  FLUSH
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-INS. CORNER
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-OUT. CORNER
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-HEADER
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-JAMB
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-SILL
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-OUTSIDE SOFFIT-1
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-INSIDE SOFFIT-1
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-OUTSIDE SOFFIT-2
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-INSIDE SOFFIT-2
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-OUTSIDE SOFFIT-3
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-INSIDE SOFFIT-3
	SMARTci_BASIC_H200_ACM_METAL OVER SHEATHING-MASONRY_08.30.16-BASE AT ROOF


