aab

ADVANCED

ARCHITECTURAL

PRODUCTS

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESICN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES
NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTcI

GreenGirt.com

(269) 355-1818

SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING:

DATE:

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL
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NOT TO SCALE
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ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESICN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

acp

FILL ALL GAPS GREATER THAN 1/8"
W/EXPANDING SPRAY FOAM
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NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL

CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES
NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: MASONRY SMARTCI™ RIGID INSULATION PANEL

(\. SM ARTCiTM G(I;LEAEDNDGNéT SIZE: 200 / 2 o :

GIRT ORIENTATION: HORIZONTAL

FOUNDATION FLUSH De TAIL

NOT TO SCALE

GreenGirt.com (269) 355-1818
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ADVANCED
ARCHITECTURAL
PRODUCTS

acb

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESICN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES

SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING: -

DATE: -

(¢ SMARTcI

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

GreenGirt.com (269) 355-1818
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NOT TO SCALE
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aab

ADVANCED
ARCHITECTURAL
PRODUCTS

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER’S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES
NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTcI’

GreenGirt.com

SUBSTRATE: MASONRY SMARTCi™ RIGID INSULATION PANEL

CLADDING: - DATE: -

GREENGIRT SIZE: 200 / 2 GIRT ORIENTATION: HORIZONTAL

HEADER DETAIL

(269) 355-1818

NOT TO SCALE SB7




— " | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
a ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESICN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES

SMARTCI™ RIGID INSULATION PANEL

NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: STUDS W/ SHEATHING

(¢ SMARTcI

GreenGirt.com (269) 355-1818

CLADDING: — DATE: -

GIRT ORIENTATION: HORIZONTAL

GREENGIRT SIZE: 200 / 2

INSIDE CORNER De TAIL

NOT TO SCALE

SBS




— " | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY.
a ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4”
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INSULATION IS COVERED *

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-B

ROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL

CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER’S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES

NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING:

DATE:

GREENGIRT SIZE: 200

(¢ SMARTcI

/2 GIRT ORIENTATION: HORIZONTAL

GreenGirt.com (269) 355-1818

JAMB DETAIL

NOT TO SCALE B8




acp

ADVANCED

PRODUCTS

ARCHITECTURAL

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESICN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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SMARTci CUSTOM—PROFILED RIGID
INSULATION, WITH SPLINES AT
ALL VERT. JOINTS
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PER LOADING CONDITIONS AND CODES;
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W/EXPANDING SPRAY FOAM

| —=s—— RECOMMENDED: CLOSE OUTSIDE CORNERS WITH

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES
NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTcI

GreenGirt.com

SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING: —

DATE: -

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

(269) 355-1818

OUTSIDE CORNER DE TAIL

NOT TO SCALE

SB6




ADVANCED
ARCHITECTURAL
PRODUCTS

acp

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO AZP DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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SMARTci CUSTOM—PROFILED
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SPLINES AT ALL VERT. JOINTS

RECOMMENDED: 1/4" x 1" BEAD OF
SEALANT TO RETAIN STARTER
PANELS @ 4" 0.C., TYP.
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SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;
MAX. 1/4” SHIMS WHERE REQD
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NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTcI

GreenGirt.com (269) 355-1818

SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING: -

DATE: -

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

PARAPE T DETAIL

NOT TO SCALE B2




acp

ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESICN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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PANELS @ 4" 0.C., TYP.
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SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;
MAX. 1/4" SHIMS WHERE REQD
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W/EXPANDING SPRAY FOAM
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AT ALL VERT. JOINTS

pba e
B

4 4 9
< < 4 4 A
Ay . ° <
< 4 4 2
b 4 4 < 4
5 4
‘ < @ MASONRY waAtLS: o,
Vi A M
4 }‘ APPROVED, 1/4” LOW-PROFILE
AN COATED MASONRY =

THREADED, AND

. (8Y OTHERS)
4 4 a "
~——— SHIMS MAY<BE

<
<

FASTENERS, MAX“16" 0.G4 TYP. h

GREENGIRT TO CREATE DRAINAGE PLANE

: 4 BEHIND INSULATION, IF DESIRED
4 ) . < 4
pa) 4 <
g 4 4 " 4
v < 4 pay AA
A AAq ) v <
< 4 a A 2
- WRB (BY OTHERS) PR 4
ya) ) 2 v < A
A 7 < 4 y) 5 A
< é
a A . 4 7 =
I MASONRY WALL  ,° .4
< ) (BY OTHERS)
4 4 4 " g
g 4 4 4 4 4
A g a
A

<
<7

UT fTZEDEBEA\ND 4

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES

NO CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING: —

DATE: -

(¢ SMARTcI

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

GreenGirt.com (269) 355-1818

SILL DET

NOT TO SCALE

AlL
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ADVANCED
ARCHITECTURAL
PRODUCTS

acp

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
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NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO
CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.
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SUBSTRATE: MASONRY

SMARTCI™ RIGID INSULATION PANEL

CLADDING: -

DATE: -

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

WALL SECTTON

NOT TO SCALE
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