ADVANCED
ARCHITECTURAL
PRODUCTS

aap

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

FIBER CEMENT PANEL SYSTEM ——— et
(BY OTHERS)

5/8" HAT CHANNEL
(BY OTHERS)

SMARTci CUSTOM—PROFILED RIGID INSULATION,
WITH SPLINES AT ALL VERT. JOINTS

WRB (BY OTHERS) ———

OVER OPEN FRAMING, FILL ALL INTERIOR

SMARTci VOIDS WITH APPROVED
EXPANDABLE SEALANT, TYP.

RECOMMENDED: 1" BEAD OF SEALANT EVERY 24"

0.C. TO RETAIN STARTER PANELS, TYP.

GREENGIRTS ATTACHED TO SUBSTRATE; ————
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES;

* ENSURE ALL EXPOSED
INSULATION IS COVERED *

FILL ALL GAPS GREATER THAN 1/8”
W/EXPANDING SPRAY FOAM

OPEN METAL (OR WOOD) STUD ——m=—
FRAMING (BY OTHERS)

APPROVED 1/4-14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

FLASHING (BY OTHERS)J
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CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

(¢ SMARTci

GreenGirt.com (269) 355-1818

SUBSTRATE: OPEN FRAMING

SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL

DATE:

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

FOUNDATION

FLUSH DETAIL

NOT TO SCALE SB4




ADVANCED
ARCHITECTURAL
PRODUCTS

aap

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

FIBER CEMENT PANEL SYSTEM ——s|
(BY OTHERS)

[

\

\

5/8" HAT CHANNEL |
(BY OTHERS) }
\

SMARTci CUSTOM=PROFILED
RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

FILL ALL GAPS GREATER THAN 1/8"
W/EXPANDING SPRAY FOAM

\

\

OVER OPEN FRAMING, FILL ALL }
INTERIOR SMARTci VOIDS WITH

APPROVED EXPANDABLE SEALANT, TYP. |

\

\

WRB (BY OTHERS) ————

OPEN METAL (OR WOOD) STUD ——s=—rt
FRAMING (BY OTHERS)

APPROVED 1/4-14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.;

‘ MUST FASTEN INTO STUDS, TYP.
(BY OTHERS)

\

\

\

RECOMMENDED: 1" BEAD OF |
SEALANT EVERY 24” 0.C. TO \
RETAIN STARTER PANELS, TYP. |
|

\

GREENGIRTS ATTACHED TO — | o ) 5 a
SUBSTRATE; SPACING AS REQUIRED A ‘ ; |- s ., )
PER LOADING CONDITIONS AND CODES; . a L. ; 4
MAX. 1/4" SHIMS WHERE REQ'D | I' “ & A 4 a
‘ 2 4 Z N v <
I 4= |
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FLASHING WITH DRIP—————m=—|l _ ) @ o ga % L
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* ENSURE ALL EXPOSED ., L ; < S e
INSULATION IS COVERED * i P p ) o ‘ , 4
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NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTcI

GreenGirt.com (269) 355-1818

SUBSTRATE: OPEN FRAMING SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL DATE:

GREENGIRT SIZE: 200 / 2°

GIRT ORIENTATION: HORIZONTAL

FOUNDATION NOTCH DETAIL

NOT TO SCALE

SBJ




ADVANCED
ARCHITECTURAL
PRODUCTS

aab

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

5/8” HAT CHANNEL
(BY OTHERS)

FIBER CEMENT PANEL SYSTEM
(BY OTHERS)

SMARTci CUSTOM=PROFILED RIGID
INSULATION, WITH SPLINES AT
ALL VERT. JOINTS

WRB (BY OTHERS)

OVER OPEN FRAMING, FILL ALL
INTERIOR SMARTci VOIDS WITH
APPROVED EXPANDABLE SEALANT, TYP.

RECOMMENDED: 1" BEAD OF
SEALANT EVERY 24" 0.C. TO
RETAIN STARTER PANELS, TYP.

GREENCIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES;

CUSTOM FIELD-CUT SMARTci  RIGID
INSULATION PANEL

OPEN METAL (OR WOOD) STUD ———=r}
FRAMING (BY OTHERS)

APPROVED 1/4—14 LOW-PROFILE
FASTENERS, MAX. 16” 0.C.
MUST FASTEN INTO STUDS, TY®.
(BY OTHERS)

FILL ALL GAPS GREATER THAN
1/8" W/EXPANDING SPRAY FOAM

* ENSURE ALL EXPOSED
INSULATION IS COVERED *

FLASHING (BY OTHERS)

NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTci

(269) 355-1818

GreenGirt.com

SUBSTRATE: OPEN FRAMING

SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL DATE:

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

HeADER DETAIL

NOT TO SCALE

SB7/




f— ' | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
a ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

FIBER CEMENT PANEL SYSTEM (BY OTHERS) —— |

WRB (BY OTHERS)

!

APPROVED 1/4-14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C;; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

SMARTci CUSTOM—PROFILED
RIGID INSULATION, WITH

SPLINES AT ALL VERT. JOINTS

5/8" HAT CHANNEL (BY OTHERS)

FILL ALL GAPS GREATER THAN 1/8"
W/EXPANDING SPRAY FOAM

OVER OPEN FRAMING, FILL ALL
INTERIOR SMARTci VOIDS WITH
APPROVED EXPANDABLE SEALANT, TYP.

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;

OPEN METAL (OR WOOD) STUD ——m==—|

FRAMING (BY OTHERS)

* ENSURE ALL EXPOSED
INSULATION IS COVERED *

NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@ SMARTcI

GreenGirt.com (269) 355-1818

SUBSTRATE: OPEN FRAMING

SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL

DATE:

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

INSIDE CORNER DETAIL

NOT TO SCALE

SBS




— || ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
a ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS

APPROVED 1/4-14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

OPEN METAL (OR WOOD) STUD ————s=—
FRAMING (BY OTHERS)

WRB (BY OTHERS)

* ENSURE ALL EXPOSED
INSULATION IS COVERED *

\%m FILL ALL GAPS GREATER THAN 1/8"
A W/EXPANDING SPRAY FOAM

JAMB FLASHING (BY OTHERS)

FIBER CEMENT PANEL SYSTEM
(BY OTHERS)

5/8" HAT CHANNEL (BY OTHERS)

SMARTci CUSTOM—PROFILED —J
RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;

OVER OPEN FRAMING, FILL ALL
INTERIOR SMARTci VOIDS WITH
APPROVED EXPANDABLE SEALANT, TYP.

NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO
CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

SUBSTRATE: OPEN FRAMING SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL DATE:

(\. SMARTCiTM GREENGIRT SIZE: 200 / 2 GIRT ORIENTATION: HORIZONTAL
JAMB DETAIL

GreenGirt.com (269) 355-1818 NOT TO SCALE SB8




ADVANCED
ARCHITECTURAL
PRODUCTS

aab

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

— OPEN METAL (OR WOOD) STUD ——— e
FRAMING (BY OTHERS)

A

— )

APPROVED 1/4-14 LOW—PROFILE
FASTENERS, MAX. 16" 0.C; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

S

NN

tFIBER CEMENT PANEL SYSTEM

(BY OTHERS)

5/8" HAT CHANNEL (BY OTHERS)

WRB (BY OTHERS)

SMARTci CUSTOM—PROFILED
RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS
REQUIRED PER LOADING
CONDITIONS AND CODES;

OVER OPEN FRAMING, FILL ALL
INTERIOR SMARTci VOIDS WITH
APPROVED EXPANDABLE
SEALANT, TYP.

* ENSURE ALL EXPOSED
INSULATION IS COVERED *

RECOMMENDED: CLOSE OUTSIDE
CORNERS WITH 16GA. STRAP

ANGLES, TWO FASTENERS PER SIDE

(BY OTHERS)

FILL ALL GAPS GREATER THAN 1/8"

W/EXPANDING SPRAY FOAM

NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL

CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@ SMARTcI’

GreenGirt.com (269) 355-1818

SUBSTRATE: OPEN FRAMING

SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL

DATE:

GREENGIRT SIZE: 200 / 2°

GIRT ORIENTATION: HORIZONTAL

OUTSIDE CORNER DE TAIL

NOT TO SCALE

SB6




f— \"| ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY.
a ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

RECOMMENDED: METAL OR SIMILAR
RETENTION CLIPS, MAX. 24” 0.C.
(BY OTHERS)

WRB (BY OTHERS)

SMARTci CUSTOM—PROFILED RIGID
INSULATION, WITH SPLINES AT
ALL VERT. JOINTS

FIBER CEMENT PANEL SYSTEM
(BY OTHERS)

RECOMMENDED: 1/4” x 1" BEAD
OF SEALANT TO RETAIN STARTER
PANELS @ 4 0.C., TYP.

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING

CONDITIONS AND CODES; MAX. 1/4”
SHIMS WHERE REQ'D

5/8" HAT CHANNEL
(BY OTHERS)

OVER OPEN FRAMING, FILL ALL
INTERIOR SMARTci VOIDS WITH
APPROVED EXPANDABLE SEALANT, TYP.

ﬁ MEMBRANE FLASHING (BY OTHERS)

BLOCKING AS REQ'D

(BY OTHERS)

FILL ALL GAPS GREATER THAN
1/8" W/EXPANDING SPRAY FOAM

APPROVED 1,/4-14 LOW-PROFILE
FASTENERS, MAX. 16” 0.C.;
MUST FASTEN INTO STUDS, TYP.
(BY OTHERS)

OPEN METAL (OR WOOD) STUD ———m=—]

FRAMING (BY OTHERS)

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL

CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(®é SMARTCc

(269) 355-1818

GreenGirt.com

SUBSTRATE: OPEN FRAMING

SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL DATE:

GREENGIRT SIZE: 200 / 2°

GIRT ORIENTATION: HORIZONTAL

PARAPE T DETAIL

NOT TO SCALE

SB2




aan

ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY
ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

SILL FLASHING (BY OTHERS)

* ENSURE ALL EXPOSED
INSULATION IS COVERED *

CUSTOM FIELD-CUT SMARTci RIGID ——————
INSULATION PANEL /

RECOMMENDED: 1/4" x 1" BEAD

OF SEALANT TO RETAIN STARTER
PANELS @ 4’ 0.C., TYP.

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS
REQUIRED PER LOADING
CONDITIONS AND CODES;

SMARTci CUSTOM—PROFILED
RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

WRB (BY OTHERS)

OVER OPEN FRAMING, FILL ALL INTERIOR

SMARTci VOIDS WITH APPROVED
EXPANDABLE SEALANT, TYP.

FIBER CEMENT PANEL SYSTEM — |
(BY OTHERS)

5/8" HAT CHANNEL (BY OTHERS) —————*

FILL ALL GAPS GREATER THAN 1/8”
W/EXPANDING SPRAY FOAM

APPROVED 1/4-14 LOW-PROFILE
FASTENERS, MAX. 16” 0.C.;
MUST FASTEN INTO STUDS, TYP.
(BY OTHERS)

OPEN METAL (OR WOOD) STUD ——m=—i
FRAMING (BY OTHERS)

NOTE!' GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL

CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(@ SMARTcI

GreenGirt.com (269) 355-1818

SUBSTRATE: OPEN FRAMING

SMARTci™ RIGID INSULATION PANEL

CLADDING: FIBER CEMENT PANEL DATE:

GREENGIRT SIZE: 200 / 2

GIRT ORIENTATION: HORIZONTAL

SILL DETAIL

NOT TO SCALE

SB9




aab

ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT ENGINEERING BY.
ARCHITECTURAL OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. REFER TO A2P DESIGN GUIDE FOR SEALANT REQUIREMENT.
PRODUCTS CONTACT ADVANCED ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

FIBER CEMENT PANEL ————=

SYSTEM (BY OTHERS)

SMARTci CUSTOM—PROFILED
RIGID INSULATION, WITH
SPLINES AT ALL VERT. JOINTS

WRB (BY OTHERS)

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS
REQUIRED PER LOADING
CONDITIONS AND CODES; MAX.
1/4" SHIMS WHERE REQ'D

5/8" HAT CHANNEL
(BY OTHERS)

OVER OPEN FRAMING, FILL ALL

VARIES

' ~=— OPEN METAL (OR WOOD)
! FRAMING (BY OTHERS)

INTERIOR SMARTci VOIDS WITH
APPROVED EXPANDABLE
SEALANT, TYP.

APPROVED 1/4-14 LOW-PROFILE
FASTENERS, MAX. 16" 0.C.; MUST
FASTEN INTO STUDS, TYP. (BY OTHERS)

FILL ALL GAPS GREATER THAN 1/8"
W/EXPANDING SPRAY FOAM

NOTE! GREENGIRTS AND CUSTOM—PROFILED RIGID INSULATION PANELS ARE PROVIDED FOR THIS PROJECT AS THERMALLY-BROKEN, CONTINUOUS INSULATION ONLY. CUSTOMER TO PROVIDE AND INSTALL
CONTINUOUS AIR/WATER AND WEATHER BARRIER SYSTEM PER SPECIFICATIONS AND MANUFACTURER'S DIRECTIONS. CONSULT SMACNA AND ABAA FOR PROPER USE OF SEALANT. THIS INSTALLATION MAKES NO

CLAIMS OR GUARANTEES ABOUT WEATHER TIGHTNESS, RESISTANCE OR PROTECTION.

(¢ SMARTci

GreenGirt.com (269) 355-1818

SUBSTRATE: OPEN FRAMING SMARTCI™ RIGID INSULATION PANEL
CLADDING: FIBER CEMENT PANEL DATE:
GREENGIRT SIZE: 200 / 2° GIRT ORIENTATION: HORIZONTAL

WALL SECTION

NOT TO SCALE

SB1




	STUDS - OPEN - SMARTCI 2.5 IN 1 - POLYISO - HORIZONTAL FIBER CEMENT - FOUNDATION FLUSH DETAIL - Colorized
	STUDS - OPEN - SMARTCI 2.5 IN 1 - POLYISO - HORIZONTAL FIBER CEMENT - FOUNDATION NOTCH DETAIL - Colorized
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