ADVANCED
ARCHITECTURAL
PRODUCTS

aab

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

WRB (BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED
PER LOADING CONDITIONS AND CODES;
MAX. 1/4" SHIMS WHERE REQD

PROVIDE A METAL ANGLE OR SIMILAR —m=—i
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

SHEET METAL FLASHING, TRIM ——
AND ROOF (BY OTHERS)

@ SHEATHED WALLS:
APPROVED 1/4-14 FASTENERS,
MAX. 16" 0.C.; MUST FASTEN
INTO STUDS, TYP. (BY OTHERS)

GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING

INSULATION: MINERAL WOOL

CLADDING: —

DATE:

GREENGIRT SIZE: 2°

GIRT ORIENTATION: VERTICAL

SASE AT

ROOF

NOT TO SCALE




ADVANCED NOTE:
ARCHITECTURAL

aab

PRODUCTS

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

WRB (BY OTHERS)

SPACE WITHOUT SEALANT AT
CONNECTIONS *

+ GREENGIRTS SHOULD HAVE A &

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4”

SHIMS WHERE REQ'D

PROVIDE A METAL ANGLE OR SIMILAR
TO RETAIN MINERAL WOOL INSULATION

(BY OTHERS)

—— @ SHEATHED WALLS:

APPROVED 1/4-14 FASTENERS, MAX.
16” 0.C.; MUST FASTEN INTO STUDS,
TYP. (BY OTHERS)

<
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GreenGirt.com

(269) 355-1818

GreerGirt Max CMH

SUBSTRATE: STUDS W/ SHEATHING
CLADDING:

GREENGIRT SIZE: 2°

INSULATION: MINERAL WOOL
DATE:

GIRT ORIENTATION: VERTICAL

FOUNDATION FLUSH De TAIL

NOT TO SCALE




ADVANCED
ARCHITECTURAL
PRODUCTS

aab

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

WRB (BY OTHERS)

+ GREENGIRTS SHOULD HAVE A '
SPACE WITHOUT SEALANT AT
CONNECTIONS *

GREENGIRTS ATTACHED TO
SUBSTRATE; SPACING AS REQUIRED

~at—— SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

@ SHEATHED WALLS:

APPROVED 1/4-14 FASTENERS, MAX. 16"
0.C;; MUST FASTEN INTO STUDS, TYP.
(BY OTHERS)

PER LOADING CONDITIONS AND CODES; -
MAX. 1/4" SHIMS WHERE REQ'D 4. . ) ‘
< A <
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GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL

CLADDING: — DATE:

GREENGIRT SIZE: 2° GIRT ORIENTATION: VERTICAL

FOUNDATION NOTCH De TAIL

NOT TO SCALE




f— " | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

@ SHEATHED WALLS:

APPROVED 1/4—14 FASTENERS, MAX. 16"
0.C.; MUST FASTEN INTO STUDS, TYP.

(BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4

SHIMS WHERE REQD

ALLOW SPACE FOR APPROPRIATE ——mm—

THERMAL MOVEMENT, MIN. &’

PROVIDE A METAL ANGLE OR SIMILAR
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

<7 SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

L WRB (BY OTHERS)

+ CREENGIRTS SHOULD HAVE A 55"
SPACE WITHOUT SEALANT AT
CONNECTIONS *

GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: — DATE:
GREENGIRT SIZE: 2° GIRT ORIENTATION: VERTICAL

A ADER DETAIL

NOT TO SCALE




f— )" | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS
REQUIRED PER LOADING CONDITIONS AND CODES; MAX.
1/4" SHIMS WHERE REQD

WRB (BY OTHERS)

| <a———— SHEATHING ON CFMF / WOooD
FRAMING (BY OTHERS)

* GREENGIRTS SHOULD HAVE A %"
SPACE WITHOUT SEALANT AT =
CONNECTIONS *

@ SHEATHED WALLS:
APPROVED 1/4-14 FASTENERS, MAX. 16"
0.C; MUST FASTEN INTO STUDS, TYP. (BY
OTHERS)
| |
SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: — DATE:
GreerGirt Max CMH | 6REENGRT SIZE: 2 GIRT ORIENTATION: VERTICAL

INSIDE CORNER De TAIL

GreenGirt.com (269) 355-1818
NOT TO SCALE




p— )" | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

WRB (BY OTHERS)

+ GREENGIRTS SHOULD HAVE A %
SPACE WITHOUT SEALANT AT
CONNECTIONS *

@ SHEATHED WALLS:
APPROVED 1/4-14 FASTENERS, MAX. 16"
0.C.; MUST FASTEN INTO STUDS, TYP.

(BY OTHERS)

. “{~=a—— SHEATHING ON CFMF / WOOD

FRAMING (BY OTHERS)

PROVIDE A METAL ANGLE OR
SIMILAR TO RETAIN MINERAL WOOL
INSULATION (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING

CONDITIONS AND CODES; MAX. 1/4"
SHIMS WHERE REQ'D

GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING

INSULATION: MINERAL WOOL

CLADDING: —

DATE:

GREENGIRT SIZE: 2°

GIRT ORIENTATION: VERTICAL

JAMB DETAIL

NOT TO SCALE




P— " | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

SHEATHING ON CFMF / WOOD -
FRAMING (BY OTHERS)

MINERAL WOOL INSULATION
(BY OTHERS)

WRB
(BY OTHERS)

+ GREENGIRTS SHOULD HAVE A 5"
SPACE WITHOUT SEALANT AT
CONNECTIONS *

@ SHEATHED WALLS:
APPROVED 1,/4—14 FASTENERS, MAX.
16" 0.C; MUST FASTEN INTO STUDS,
TYP. (BY OTHERS)

| —a—— RECOMMENDED: CLOSE OUTSIDE
CORNERS WITH 16 GA. STRAP ANGLES,
TWO FASTENERS PER SIDE

GREENGIRTS ATTACHED TO SUBSTRATE; SPACING AS
REQUIRED PER LOADING CONDITIONS AND CODES; MAX.
1/4” SHIMS WHERE REQ'D

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: — DATE:
GreerGirt Max CMH | 6REENGRT SIzE: 2 GIRT ORIENTATION: VERTICAL

OUTSIDE CORNER DE TAIL

GreenGirt.com (269) 355-1818
NOT TO SCALE




NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT

— " | ADVANCED
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

BLOCKING AS REQD
(BY OTHERS)

] T ALLOW SPACE FOR APPROPRIATE
- THERMAL MOVEMENT, MIN. 3/16"

PROVIDE A METAL ANGLE OR SIMILAR
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

+ GREENGIRTS SHOULD HAVE A &
SPACE WITHOUT SEALANT AT
*
MINERAL WOOL INSULATION CONNECTIONS
(BY OTHERS)
WRB (BY OTHERS)

—=&——— SHEATHING ON CFMF / WOOD

GREENGIRTS ATTACHED TO SUBSTRATE;
FRAMING (BY OTHERS)

SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4"
SHIMS WHERE REQ'D

@ SHEATHED WALLS:

APPROVED 1/4—=14 FASTENERS, MAX. 16" 0.C;
MUST FASTEN INTO STUDS, TYP. (BY QOTHERS)

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: - DATE:
GreerGirt Max CMH | GREENGRT SizE: 2° GIRT ORIENTATION: VERTICAL

PARAPE T DETAIL

GreenGirt.com (269) 355-1818
NOT TO SCALE




aab

ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

ALLOW SPACE FOR APPROPRIATE
THERMAL MOVEMENT, MIN. 3/16”

PROVIDE A METAL ANGLE OR SIMILAR
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

MINERAL WOOL INSULATION
(BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4”

SHIMS WHERE REQ'D

WRB (BY OTHERS)

+ GREENGIRTS SHOULD HAVE A %"
SPACE WITHOUT SEALANT AT
CONNECTIONS *

~———— SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

@ SHEATHED WALLS:

APPROVED 1/4-14 FASTENERS, MAX.
16" 0.C; MUST FASTEN INTO STUDS,
TYP. (BY OTHERS)

GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING

INSULATION: MINERAL WOOL

CLADDING: —

DATE:

GREENGIRT SIZE: 2°

GIRT ORIENTATION: VERTICAL

SILL DETAIL

NOT TO SCALE




— " | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
I ]

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

WRB (BY OTHERS)

e

@ SHEATHED WALLS:
APPROVED 1/4—14 FASTENERS, MAX. 16”
0.C.; MUST FASTEN INTO STUDS, TYP.

MINERAL WOOL INSULATION (BY OTHERS))

« GREENGIRTS SHOULD HAVE A &’ (BY OTHERS)

SPACE WITHOUT SEALANT AT
CONNECTIONS * ALLOW SPACE FOR APPROPRIATE
THERMAL MOVEMENT, MIN. 3/16”

PROVIDE A METAL ANGLE OR SIMILAR
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4

SHIMS WHERE REQ'D

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: — DATE:

GreerGirt Max CMH | GREENGRT SIZE: 2° GIRT ORIENTATION: VERTICAL

SOFFIT INSIDE DETAIL=T

NOT TO SCALE

GreenGirt.com (269) 355-1818




f— " | ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
a ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.
I ]

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

WRB (BY OTHERS)

e

@ SHEATHED WALLS:
APPROVED 1/4—14 FASTENERS, MAX. 16”
0.C.; MUST FASTEN INTO STUDS, TYP.

r (BY OTHERS)

PROVIDE A METAL ANGLE OR SIMILAR

+ GREENGIRTS SHOULD HAVE A #%’
SPACE WITHOUT SEALANT AT 10 RETAIN MINERAL WOOL(QS(L)J%:&?)I

CONNECTIONS *

MINERAL WOOL INSULATION (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4” SHIMS

WHERE REQD
SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: — DATE:

GreerGirt Max CMH | 6REENGRT SIZE: 2° GIRT ORIENTATION: VERTICAL

SOFFIT INSIDE DETAIL=2

GreenGirt.com (269) 355-1818
NOT TO SCALE




aab

ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

WRB (BY OTHERS)

MINERAL WOOL INSULATION
(BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4

SHIMS WHERE REQ'D

ALLOW SPACE FOR APPROPRIATE
THERMAL MOVEMENT, MIN. 3/16"

PROVIDE A METAL ANGLE OR SIMILAR ———mm—
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

@ SHEATHED WALLS:
APPROVED 1/4-14 FASTENERS,
| MAX. 16" 0.C.; MUST FASTEN

INTO STUDS, TYP.
(BY OTHERS)

GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: - DATE:
GREENGIRT SIZE: 2° GIRT ORIENTATION: VERTICAL

SOFFIT OUTSIDE DE TAIL-T

NOT TO SCALE




ADVANCED
ARCHITECTURAL
PRODUCTS

aan

NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

WRB (BY OTHERS)

x GREENCIRTS SHOULD HAVE A %"
SPACE WITHOUT SEALANT AT
CONNECTIONS *

MINERAL WOOL INSULATION
(BY OTHERS)

SHEATHING ON CFMF / WOOD
FRAMING (BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4"

SHIMS WHERE REQ'D

PROVIDE A METAL ANGLE OR SIMILAR
TO RETAIN MINERAL WOOL INSULATION
(BY OTHERS)

@ SHEATHED WALLS:
APPROVED 1/4—14 FASTENERS,
MAX. 16" 0.C.; MUST FASTEN

— INTO STUDS, TYP.
(BY OTHERS) e

SUBSTRATE: STUDS W/ SHEATHING INSULATION: MINERAL WOOL
CLADDING: — DATE:
GreerGirt Max CMH | GREENGIRT sizE: 27 GIRT ORIENTATION: VERTICAL

GreenGirt.com

(269) 355-1818

SOFFIT OUTSIDE DE TAIL=2

NOT TO SCALE




aab

ADVANCED NOTE: DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ARCHITECTURAL ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
PRODUCTS ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4” SHIMS
WHERE REQD

WRB (BY OTHERS)

* GREENGIRTS SHOULD HAVE

A & SPACE WITHOUT
SEALANT AT CONNECTIONS *

@ SHEATHED WALLS
APPROVED 1/4—14 FASTENERS, MAX. 16
0.C.; MUST FASTEN INTO STUDS, TYP. (BY
OTHERS)

SHEATHING ON METAL (OR WOOD)
FRAMING (BY OTHERS)

GreerGirt Max CMH

GreenGirt.com (269) 355-1818

SUBSTRATE: STUDS W/ SHEATHING

INSULATION: MINERAL WOOL

CLADDING: -

DATE:

GREENGIRT SIZE: 2°

GIRT ORIENTATION: VERTICAL

WALL SECTTON

NOT TO SCALE




	GreenGirt Max CMH - Vert - MW - Stud - Base at Roof - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Foundation Flush Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Foundation Notch Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Header Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Inside Corner Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Jamb Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Outside Corner Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Parapet Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Sill Detail - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Soffit Inside Detail-1 - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Soffit Inside Detail-2 - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Soffit Outside Detail-1 - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Soffit Outside Detail-2 - Colorized
	GreenGirt Max CMH - Vert - MW - Stud - Wall Section Detail - Colorized

