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GreerGirt Optima CMH

SUBSTRATE: MASONRY

INSULATION: MINERAL WOOL

CLADDING: -

DATE:

GREENGIRT CMH SIZE: 2

GIRT ORIENTATION: VERTICAL

GreenGirt.com

(269) 355-1818
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ADVANCED NOTE:
ARCHITECTURAL

aan

PRODUCTS

DETAILS ARE PROVIDED FOR INFORMATION ONLY, AND ARE SUBJECT TO CHANGE WITHOUT NOTICE. SPECIFIC PROJECT
ENGINEERING BY OTHERS WILL ADDRESS ATTACHMENT SPACING, ORIENTATION AND LOADING. CONTACT ADVANCED
ARCHITECTURAL PRODUCTS FOR FURTHER DETAILS, AND TO INQUIRE ABOUT UPDATES AND REVISIONS.

MINERAL WOOL INSULATION
(BY OTHERS)

GREENGIRTS ATTACHED TO SUBSTRATE;
SPACING AS REQUIRED PER LOADING
CONDITIONS AND CODES; MAX. 1/4” SHIMS

WHERE REQD

AB FASTENERS TO BE USED FOR
ATTACHMENT INTO GREENGIRT
OPTIMA CMH

WRB (BY OTHERS)

* GREENGIRTS SHOULD HAVE

A & SPACE WITHOUT
SEALANT AT CONNECTIONS *

@ MASONRY WALLS:
APPROVED 1/4" THREADED AND COATED
MASONRY FASTENERS, MAX. 16" 0.C., TYP.

(BY OTHERS)

SUBSTRATE: MASONRY
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CLADDING:

INSULATION: MINERAL WOOL

GreerGirt Optima CMH

DATE:

GREENGIRT CMH SIZE: 2°

GIRT ORIENTATION: VERTICAL

GreenGirt.com

(269) 355-1818

WALL SECTION
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